
6" MIN.

3' MAX.

EXISTING
GROUND

BACKFILL TRENCH WITH
APPROVED NATIVE MATERIAL,
FREE OF STONES LARGER THAN 2"
MAXIMUM DIMENSION,
PLACED IN 8" LIFTS AND
COMPACTED TO 95% MODIFIED
PROCTOR DENSITY.

UTILITY LINE

BEDDING AS SPECIFIED BY UTILITY

REPAIR SECTION FOR UNPAVED AREAS WITHIN RIGHT-OF-WAY

INITIAL BACKFILL AS SPECIFIED
BY UTILITY

6" - 12"

VARIES - SEE NOTE

APPLY TOPSOIL, 4" MINIMUM THICKNESS.
PROVIDE GROUND COVERCONFORMING
TO ADEQ REQUIREMENTS.

LAST REVISED: 3/27/2013UNPAVED AREA REPAIR

NOTES
1.  BURY UTILITIES IN CONFORMANCE WITH FEDERAL, STATE, AND LOCAL REGULATIONS.  MINIMUM BURY DEPTH ON CITY OF
BELLA VISTA RIGHT-OF-WAY IS TWO FEET (2') UNLESS OTHERWISE APPROVED IN ADVANCE BY STREET SUPERINTENDENT.
2.  ALL REPAIRS SHALL BE WARRANTED BY THE CONTRACTOR PER CURRENT CITY OF BELLA VISTA STREET AND RIGHT-OF-WAY
EXCAVATION PERMIT MANUAL.
3.  SURFACE TOLERANCE ON REPAIRS:  1".


